


Evex Mini-SEM Specifications

Electron Microscope Specification

Magnification 30,000 x (Digital Zoom x 4 ~ 120,000 x)
Acceleration Voltage 1 kv ~ 30 kv (variable)

Detectors SEIl, BEI, EDS

Image Size 4096 x 4096

Image Format JPG, TIFF, BMP, PNG

Data Display Micron Bar, Magnification. Date, Kv
Voltage 110 volts / 220 volts
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Work Station Specification

Workstation

3.0 GHZ Processor

1.0 GB Memory

Microsoft Windows XP OS
160 GB Hard Drive

22" LCD Display

Network Card

Microsoft Office - Optional
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Evex X-ray Detectors

High Speed Liquid Nitrogen Free X-ray Detector (QODD)

Detector Window SSUTW  SUTW UTW Be
Lowest Element Detection Be 4 B5 C6 Na 11
Resolution 128 FWHM @ 5.9kev MN-Ka 1,000 cps
Sensor Size 10mm, 20mm, 30mm

Cooling Peltier = No Liquid Nitrogen
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Evex NanoAnalysis Features

Image Acquisition Module
Image Processing

Image Analysis

Image Operations

Image Filters

Thermal Imaging

Image Measurement / Annotation
Easy Report Writing

AutoSave

Spectral Acquisition Module
Spectral Processing

Spectral Analysis

Qualitative Analysis
Quantitative Analysis

Monte Carlo Simulation
Detector Geometry Wizard
Auto ID with Peak Labeling
Auto Region of Interest (ROI)
Automatic Calibration & Logging
Easy Report Writing
AutoSave
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Elemental Mapping
Standard Elemental Mapping
Ultra Fast Mapping

Line Scan

Point Mode & MultiPoint
AutoAnalysis (Spectra at Every
Pixel)

ColorSEM - Quick Rendering
Focus Mapping

Thermal Mapping

Easy Report Writing
AutoSave

Advanced Features

Chemical Typing

Trace Sensitive Analysis

Critical Measurement

3D Mapping

3D Measurement

AutoAnalysis (Spectra at Every Pixel)
Remote Conferencing

Stereo Imaging

Synchro-Analysis
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Sample Images
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